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DGC/P-M

RF (RADIO FREQUENCY) CONTROL AND TIME-OF-DAY PROGRAMMING
NOW AVAILABLE ASOPTIONSIN OUR STAND ALONE SYSTEMS

DOORGUARD Model DGC/P-M isasingle door/pair of doors stand-alone time delay egress control system.
Designed to provide monitoring and control of emergency exit and perimeter doors. DOORGUARD DGC/P-M
allows oneto legally secure emergency exit doors while maintaining life safety.

The DGC/P-M is acomplete package containing all necessary materials for a stand alone time delay egress
control system for asingle and pair of doors emergency exit doors. This system is comprised of the following.
-One or two electro-magnetic lock(s)
- Timing electronics-magnetic lock(s)
- Plug-in transformer
-All mounting hardware

The Model DGC/P-M provides the greatest flexibility in asingle/pair of doors stand alone time delay egress
control system. Include in the base package:
-The security of magnetic lock(s),each providing 1200 Ibs.of holding force
- A set of auxiliary output contacts for signaling any external alarm or
sounding force.
- The option of multiple fire alarm input contacts to satisfy the NFPA 101
-Manual Relock can be applied to the system without having to add any
new circuit cards to confuse the wiring configuration.

Among the many options available are:
- RFREMOTE CONTROL BY PASS- Single channel transmit and recieve
- TIME-OF-DAY programming, 7 day, 24 hours, 84 events per week.
- FPI (FIRST-PERSON-IN) capability
- MOMENTARY BYPASS ELECTRONICS, which make the system
totally compatible with any access control devices providing adry closure

For cases where there are pair of doors, both running on the same timing electronics, and will operate in unison.
When one door goes into alarm and unlocks, the other will follow.

VOLTAGE CURRENT DRAW POWER CONSUMPTION
16.5VAC 1lock 0.43 AMPS 11 WATTS
2 locks 0.90 AMPS 21 WATTS
AUDIBLE ALARM FIRE ALARM INTERFACE

93 dB @ one meter N.O. or N.C dry contacts



STAND ALONE SINGLE DOOR APPLICATION
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Installed as a stand-alone system for one door not
requiring Sentry Station Monitoring. Standard
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STAND ALONE DOUBLE DOOR APPLICATION
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THE EXPANDABLE SENTRY STATION

The DOORGUARD Sentry Station Control Console Manager isdesigned for use in conjunction with the
DOORGUARD Model DGO-M Time Delay Egress Control Locksto provide for remote monitoring and
control of emergency exit and perimeter doorsin a multi-door system configuration.

This multiple system is comprised of one to eight DOORGUARD locks and an “EXPANDABLE SENTRY
STATION,” (ESS), remote monitoring console for controlling access and egress through both emergency exit
and perimeter doors. The ESS provides constant security & safety monitoring of the secured building with
audible alarms at each door, controlled from aremote SENTRY STATION console. The console has a master
control section that controls on/off status and provides LED indicators for power and fire alarm status. Zone
sections indicate lock functions with separate LEDs that signal lock status when the timing cycle is initiated.

The SENTRY STATION isaflexible system that is expandable at any point after the initial installation with the
addition of modular digital logic circuit boards. Factory assistance is always available to ensure proper initial
installation or to consult if an expansion of the system isdesired. Pricing of the SENTRY STATION is
graduated based on the number of doors or zones in the system. Y ou only pay for what you need.

If thereis a desire to include more than one door per zone, the SENTRY STATION is expandable through the
use of ZONE EXPANDERS. This option enables each of the eight zones available to monitor up to six
contiguous locks per zone. This allows for maximum flexibility in both initial system design and future
additions. Please see “ Typical Zone Expander (ZX) Application” Diagram.

The SENTRY STATION control consoleis UL listed when used in conjunction with the DOORGUARD
Model DGO-M electromagnetic lock, and fully complies with the NFPA Life Safety Code 101 for “ Special
Locking Arrangements’ and UBC 1988 “ Special Egress Control Devices.”

Time Of Day Programming (TODP) is now available with the SENTRY STATION as an option. If thisoption
is chosen, aMomentary Bypass Electronics card isrequired. TODP can be placed on one zone or all zones. If
you have any questions pertaining to TODP, call DOORGUARD.



TYPICAL MULTI-DOOR APPLICATION
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TYPICAL ZONE EXPANDER APPLICATION

SENTRY STATION To Power
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TYPICAL APPLICATION WITH ADDED ZONE EXPANDERS
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SENTRY 1000 OVERVIEW

DOORGUARD’s SENTRY 1000 Console M anager isamicroprocessor based control unit designed for use
in conjunction with DOORGUARD’s DGO-M Time Delayed Egress Control Magnetic locks to provide for
remote monitoring and control of emergency exit and perimeter doorsin a multi-door system.

Having the ability to control up to 60 locksin 10 discrete zones, the SENTRY 1000 Console Manager allows
for remote locking and unlocking of specific emergency and perimeter doors controlled by DOORGUARD
magnetic locks. Each zone can be bypassed for authorized use at the station and at the door, with visual
indications of status provided by the LCD screen at all times. The SENTRY 1000 provides constant life
safety/security monitoring of the secured builiding with audible alarms at each door and at the SENTRY 1000
Console Manager.

All locks can be programmed for either time delay locking, unlocking or bypass through the console, as well as
providing the ability to program time of day scheduling to have all of these functions performed automatically.

DOORGUARD’s SENTRY 1000 Console Manager can also be used to control most electric, electro-
mechanical or electromagnetic security locks through the same master control unit. This allowsthe SENTRY
1000 to also be used as an access control unit while providing for the Life Safety applications required on
emergency exit doors. SENTRY 1000 may be interconnected to a computer terminal for remote operation and
loggin of all locking an unlocking functions.

The SENTRY 1000 Console Manager is UL listed when used in conjunction with DOORGUARD DGO-M
electromagnetic locks and fully complies with NFPA 101 Life Safety Code “ Special Locking Arrangements”
and can also comply with al of the mgjor building codesin use today.

VOLTAGE CURRENT DRAW SERIAL COMMUNICATIONS
External 24 vdc 6 Amps loaded Full Duplex RS-232 Serial Port
Regulated Power

Supply

AUDIBLE ALARM FIRE ALARM INTERFACE
Interna Sounder Normally Closed

93 dB @ one meter Dry Contact Input
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SENTRY 1000: Time Delayed Egress System Features

Standard Features Include:

10.

11.

12.

Factory programmed time-delay modes for code compliance.
Complete fail-safe design with automatic reset for power failure and brownouts.
10-Zone monitoring and control. All zones have short circuit protection.

All system commands can be entered via console keypad. Turnkey system that requires NO
programming or operating software.

Keypad entry requires security access code.

80-Character, two-line LCD display with continuousinformation of system status and functions.

93-db audible alarm.

Life Safety /Fire Emergency input interface at console.
Input contact closure for unlocking all doors.

Input contact closure for bypass of any door.

Console cabinet key-locked for security.

Serial communications port (RS-232) for transmitting and receiving information to and from other
computer systems.

Optional Featuresinclude:

1)
3)
4)
5)
6)

7)

Custom programming for special operating modes

Zone expanders to connect more than one door to a zone.
Auxilliary output contacts for each zone.

Time Lock/Unlock schedule for individual or all doors.

High speed hard copy printer, logs all system activities

CRT keyboard display terminal monitors all functions and provides remote command programming to

SENTRY 1000 console.

12



TYPICAL MULTI-DOOR APPLICATIONSFOR

SENTRY 1000
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PRODUCT PROFILE

3-3/4" 'Z

< 17-3/4"

VOLTAGE
External 24 VDCRegulated Power Supply

CURRENT DRAW
6 Amps Loaded

AUDIBLE ALARM
93 db @ one meter Internal Sounder

SERIAL COMMUNICATIONS
Full Duplex RS-232 Seria Port

13-1/2"
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FIRE ALARM INTERFACE
Normally Closed Dry Contact Input

WATCHDOG MONITOR
Auto Reset And Data Retention For Power Failure And Brownouts

ZONE OUTPUTS
Supervised and short circuit protected

WIRING

Magnetic Lock -5 wires 18 gage
Remote Sounder - 2 wires 22 gage
Remote Keyswitch - 2 wires 22 gage

AUX RELAY OUTPUTS
2 amp fused N.O. contact per zone

SERIAL COMMUNICATION
Full duplex RS-232 serial port for download and remote terminal operations

TIME OF DAY SCHEDULING
L ock/Unlock time scheduling for individual or all doors

PRINTER OUPUT
Serial ASCII datafor logging all systems activity

MOUNTING
Wall or 19" Rack Mounting

DIMENSIONS
13-1/2" High
17-3/4” Wide
3-3/4” Deep

SHIPPING WEIGHT
19LBS.

CONSTRUCTION
18 gage steel cabinet with key-locked, hinged door

FINISH
Almond color with blue control panel

16



DOORGUARD SYSTEMS, INC.

8970- D, ROUTE 108
COLUMBIA, MD 21045

1-800-442-6247
FAX (410) 992-5694

EMAIL: INFO@DOORGUARDSYSTEMS.COM

WEB SITE: WWW.DOORGUARDSYSTEM S.COM

MODEL

Effective Date: 1/1/02

LIST PRICES

MINIMUM ORDER $100

DESCRIPTION SUGGESTED

LIST PRICE

doorM AG 2001

2001 STD

TL 2

Single Door Standard, field selectable 12 volt or 24 volt $440.00
operation, and onboard terminal block.

STAND ALONE SYSTEMS

TIMELOCK II $799.00
Our new product as a stand alone time delay egress system.
Thisisour latest in state-of-the-art electronics. Thisisasingle door

system with all the electronics located inside the lock. Comes complete

with all mounting hardware and step down transformer.

ACCESSORIES FOR ACCESS CONTROL - SEE DOORGUARD PARTSLIST
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MODEL DESCRIPTION SUGGESTED
LIST PRICE
DGC-M SINGLE DOOR COMPLETE SYSTEM $1,449.00
Includes: magnetic lock assembly, amature plate, electronic control module
with alarm, contact output for remote monitoring, 16.5 VAC 40 VA plug-in
transformer, door sign with mandatory text, complete mounting
hardware and template, manual relock included (if required), custom timing
configurations - see insert page.
DGP-M PAIR OF DOORS SYSTEM COMPLETE $2,449.00
Includes: two magnetic lock assemblies, two armature plates, el ectronic control
module with alarm, contact output for remote monitoring, one 16.5 VAC 40 VA
plug-in transformer, two door signs with mandatory text, complete mounting
hardware and template, manual relock included (if required), custom timing
configurations - see insert page.
MULTI-DOOR SYSTEMS
MODEL DESCRIPTION SUGGESTED
LIST PRICE
ESS EXPANDABLE SENTRY STATION
Consoles for controlling and monitoring model DGO-M locks in a multi-door
system. Includes: cabinet and cover plate, control switch, alarm,
green/yellow/red LED door status lights, LED fire alarm indicator, zone
on/off switches, complete with electronic circuit boards and power supply.
For timing configurations, see insert page.
ESS3Zone $3,500.00
ESS4 Zone $3,600.00
ESS5Zone $3,700.00
ESS6 Zone $3,800.00
ESS7 Zone $3,900.00
ESS8 Zone $4,000.00
DGO-M EGRESS CONTROL LOCK DEVICE $1,100.00

Used with DGC-M, DGP-M, doorGUARD Expandable Sentry Station, and
doorGUARD Sentry 1000. Includes: magnetic lock assembly, armature
plate, local alarm, door sign with mandatory text, mounting hardware and
template.
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ZX2

ZX6

COBiI

COBIC

MODEL

ZONE EXPANDER $400.00
For pairs of doors, this Zone Expander provides a means of electrically

paralleling two DGO-M electromagnetic locks into one Sentry Station

zone. When connected, the two locks will function as one lock in unison.

120 VAC required in the vicinity of the doors. Includes: control cabinet,

14 VAC plug-in transformer, required circuit board, complete mounting

hardware.

ZONE EXPANDER $800.00
This Zone Expander provides a means of electrically paralleling two to

six DGO-M electromagnetic locks. With the expander connected to a

single zone of the Sentry Station, the group of locks will function as a

single magnetic lock. Each zone expander contains a power supply to

power al locks. 120 VAC power must be run to each zone expander.

Includes: control cabinet with power supply, required circuit board,

complete mounting hardware.

REMOTE MONITORING

CONTACT OUTPUT BOARD FOR REMOTE MONITORING $200..00
N.O./N.C. (form C) provides lock/unlock status for remote monitoring.

CONTACT OUTPUT BOARD COVER FOR ESS $300.00
Specify if the COBI cover isto be top, bottom, or back mounted on
Sentry Station.

DESCRIPTION SUGGESTED

DGS-10

HSP

LIST PRICE
MICROPROCESSOR BASED SYSTEM S “door GUARD SENTRY 1000”

TEN ZONE SYSTEM COMPLETE (with power supply) $4,449.00
Includes: factory programmed time delay modes, ten zone monitoring and

control, supervised signal monitoring, 93 db alarm in console cabinet, output

driversfor remote alarmsin doors, input contact for fire signal, input contact

closures for remote door unlocking, auxiliary output contacts for remote zone

monitoring, time of day scheduling for programmed locking and unlocking of

individual or groups of doors, adjustable bypass release for any door, key

locked cabinet, auto reset for brownout and blackout power failures, short

circuit protection for all zones.

HIGH SPEED HARD COPY PRINTER $400.00
For logging all system activity.
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PRO

CUSTOM PROGRAMMING Factory
For special operating modes.

DGO-M EGRESS CONTROL LOCKING DEVICE $1,100.00
See above for detailed description

ZX2 ZONE EXPANDER $400.00
See above for detailed description

ZX6 ZONE EXPANDER $800.00
See above for detailed description

STAND ALONE SYSTEM OPTIONS

MRA-CE° MANUAL RELOCK ASSEMBLY - ELECTRONICSONLY $70.00
Includes: relock electronics added to Omni board

MRA-CRK MANUAL RELOCK ASSEMBLY WITH ROUND KEYS $150.00
Includes: one single gang faceplate, relock electronics added to Omni
board, 3/4 inch lock cylinder. Two round keys provided.

RMS REMOTE MONITORING STATION (with toggle switch and LED) $500.00
Monitoring and control station for single and pairs of doors.

RNM REMOTE NOISE MAKER (with LED only) $200.00
Provides alarm in remote area.

MODEL DESCRIPTION SUGGESTED

LIST PRICE

LU2 LOCK/UNLOCK KEYSWITCH WITH ROUND KEYS $150.00
Includes: one single gang faceplate, 3/4 inch lock cylinder, two round keys.

LU4 LOCK/UNLOCK KEYSWITCH WITH ROUND KEYSAND LED $200.00
Includes: one single gang faceplate, 3/4 inch cylinder, one LED, and two
round keys.

MULTI-DOOR SYSTEM OPTIONS
MRA MANUAL RELOCK ASSEMBLY - ELECTRONICSONLY $150.00
MRA-ONK MANUAL RELOCK ASSEMBLY WITH NO KEYSOR CYLINDER $250.00

Includes: one double gang faceplate, relock electronics circuit board mounted,
hole punched for 1 1/4 mortise cylinder lock assembly.
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MRA-ORK MANUAL RELOCK ASSEMBLY WITH ROUND KEYS $250.00

Includes: one double gang faceplate, relock electronics circuit board mounted,
3/4 inch lock cylinder, two round keys provided.

RMK RACK MOUNT KIT FOR ESSOR SENTRY 1000 $150.00
Mounting earsto fit ESS and Sentry 1000 into 19” rack space.
LNM LOCAL NOISE MAKER $150.00
Provides a secondary sounding device in aremote location. Used with
“doorGUARD”, “Sentry”, and “doorGUARD Sentry 1000.”
ACCESSORIES FOR STAND ALONE AND MULTI-DOOR SYSTEMS
MODEL DESCRIPTION SUGGESTED
LIST PRICE
MBE MOMENTARY BYPASS, ELECTRONICSONLY $150.00
MB1 MOMENTARY BYPASSWITH NO KEYSOR CYLINDER $250.00
Includes: adjustable timed bypass el ectronics mounted, one double gang
faceplate, hole punched for 1 1/4 inch mortise cylinder assembly, LED.
MB3 MOMENTARY BYPASSWITH ROUND KEYS $250.00
Includes: adjustable timed bypass electronics mounted, one double gang
faceplate, 3/4 inch lock cylinder, LED, two round keys provided.
PS3 MOMENTARY BYPASSWITH PALM SWITCH $300.00
Includes: adjustable timed bypass el ectronics mounted, one double gang
faceplate, LED, palm switch.
MBRF MOMENTARY BYPASS RADIO FREQUENCY $230.00
Includes Receiver and hand held Transmitter. Used with DGC-M, DGP-M
and ESS. Requires an MBE bypass electronics board. Also available with
Model 2001 Mag lock. (MBE not required for the 2001).
TODP TIME OF DAY PROGRAMMING $380.00

Includes Timing unit for 7 day, 24 hour, 84 events. Used with DGC-M,
DGP-M, and ESS. Requires an MBE bypass electronics board. Also available
with Model 2001 Mag Lock. (MBE not required for the 2001).
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